Current Transformers and CBCT (ZCT)

2 HOLE COMBINED CT FOR EQCR ONLY 3 HOLE COMBINED CT FOR EOCR OMLY
FEATURES: FEATURES:
* For use with EOCR 55 only for Large Ampere motors * For use with EOCR DS/3DE/EZ only for Large Ampere motors
* Measuring Classs 1.0 * Measuring Classs 1.0
SPECIFICATIONS: SPECIFICATIONS:
Model 2CTI00 | 2CT200 | 2CT 300 | 2T 400 Madel 3CT100 | 3CT 200 | 3CT300 | 3CT 400
Current Ratio 100:5 2005 300:5 400:5 Current Ratio 100:5 200:5 300:5 400:5
Class 10 10 10 10 Class 0 1.0 1.0 1.0
Burden SVA SWA SVA SV Burden SWA SWA SWA S\
Insulation Voltage SO0V AC Insulation Voltage GO0V AC
Dielectric Strength| 2KV Dielectric Strength 2Ky
Insulation 100 Ohm (500V DC Meggar) Insulation 10M Ohm {500V DC Meggar)
Mounting Base Mounting Inside Panel Maounting Base Mounting Inside Panel
OVERALL DIMENSIONS: OVERALL DIMENSIONS:
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CBCT (ZCT) for EOCR 3EZ only

Features

* For use with EOCR 3EZ only for measuring Leakage

current/ Ground Fault

For Dimensions

please email to us

for details

Specifications

Hole Dimension Type Hole
Z2CT-35 45 mm
ZCT-80 80 mm
ZCT-120 120 mm
Primary GF Current 200 mA
Secondary GF Current 1.5mA
Tolerance +-10%
Burden 10 VA
Rated Voltage 600V AC
Dielectric Strength 2KV
Insulation 10 M Ohms (500 V AC Meggar)
Mounting Base Mounting Inside Panel

Current Transformer - Single Hole Type
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Model: SCR - CT 100

Specification Details

CT Range 100:5

Rated Frequency 50/60 Hz
Accuracy Class 1

VA 2.5

Secondary Current 5A

Dielectric Strength 3KV AC
Insulation Violtage 600V AC

Rated Short Term 60 In

Thermal Current (Ith)

Operating Temp (Ambient) ;;(ig;%ecg c
éda(u;tha&I:p%;rrent for 10-120A
Internal Diameter 30 mm
Mounting DIN RAIL/ Base
Inbuit Terminal with Hinge Cover suitable for 2.5 Sq mm
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Model: SCR - CT 200

Specification Details

CT Range 200:5

Rated Frequency 50/60 Hz
Accuracy Class 1
Secondary Current 5A

VA 2

Dielectric Strength 3KV AC
Insulation Voltage 600V AC
Rated Short Term 80 In
Thermal Current (Ith)

Operating Temp (Ambient) ;;ELGDS %gg c
éggﬁaé)ii:pﬁ;nent for 20-240 A
Internal Diameter 40 mm
Mounting DIN RAIL/ Base

Inbuilt Terminal with Hinge Cover suitable for 2.5 Sq mm
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Model: SCR - CT 600

Specification Details

CT Range 600:5

Rated Frequency 50/60 Hz
Accuracy Class 1

VA 10
Secondary Current 5A

Dielectric Strength 3KV AC
Insulation Voltage 600V AC
Rated Short Term 601
Thermal Current (Ith)

Operating Temp (Ambient) ;;(iﬁng %Sg c
E\ggsgaabi;ep%ﬂent for 60-720 A
Internal Diameter 86 mm
Mounting DIN RAILY Base

Inbuilt Terminal with Hinge Cover suitable for 2.5 5g mm
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