EOCR DS - MCU Based Solid
State Protection Relay

Features

+  3lIntegral Current Transformer’s

+ Independently Adjustable D-Time and O-Time
+ Independent Mounting

+  Run Monitor and Fault Diagnosis with 2 LED’s
«  Highly accurate protection for Phase Loss and

Locked Rotor
- Space-Efficient Form Factor (Micro-Compact
Design)
Specifications
Current Setting Type Range
05 0.5-6A
30 3-30A
60 10-60A
100A and above With External CT
Time Setting Start(D-Time) | 0.2-30sec
Trip(O-Time) 0.2-10sec
Control Voltage 220 180-260VAC
Contact Rating Mode 1SPDT(1C)
Rating 3A 250VAC
Status Normally Energized
Time current Characteristic Definite
Operating (Trip Indication) 2 LED with Fault Diagnosis
Mounting 35mm DIN Rail/Base

Example Wiring Diagram
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Protection Function

Operation Time

Protected Items

Over Current O-TIME
Phase Loss Within 4secs
Locked Rotor Within D-Time
Phase Reverse Within 0.1sec

Time Trip Characteristic - Definite
(Inverse available on Request)
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BRACKET HOLE SIZE




Know your Relay

D-TIME (starting Delay Time)

The D-Time is the time taken by the motor before it
reaches it’s normal running current. During start the
motor draws much higher levels of current and D-Time
setting is to ensure that the EOCR does not cause any
nuisance tripping’s before this set time has elapsed.

O-TIME (Operating Time on Overload)

O-Time is the operating time in the event of Overload.
When motor current exceeds the desired set current
value, the EOCR detects the increase and trips the motor
within the set O-Time preventing excess heating and
long periods of Overload.

TESTFUNCTION

The TEST function facility on the front face of the relay is
provided to check the health status of the relay with-
out electrically energizing the relay. On pressing the
TEST button the internal relay will trip after the D-Time
+0-Time setting have elapsed. After using this test fa-
cility, the RESET button has to be pressed to operate the
relay.
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RESET FUNCTION

By pressing the RESET button or disconnecting the
electrical supply will trip the relay immediately. Once the
relay has tripped due to any Over Load or any fault, the
relay has to be reset to start the motor again.

Looping Option

Looping option is required in case the amount of current
measurement is desired to be more accurate and precise.
The wire from the main line when passing through the
internal EOCR CT is looped one or more times depending
upon the current range of the relay to suit the applica-
tion.

EXTERNAL CTOPTION

By using External CT’s with Secondary rating of 5A the
EOCR can be used to monitor and protect motors with
normal running currents of upto 600A. This is used with
an 05 Type relay with current setting range of 0.5-6A. In
digital models the display current values are selectable as
desired.




